0)
Permatex

F',—ﬁ——étyul Reinforced

Soldadura en

Frio
OmAopévo {5
pHéTOAAO

| SetTime:8 Minutes

Cure Time: 16 Hours

Up to 3000 PSI Strength

" Dries Dark Grey

Resistant to Anti-freeze.

Fuel. Oil, Water and

other Actomative Fluds:

Con Be Driled, Filed

and Threaded

Bonts to: Aluminm,

L

Copper, ron.
Stainloss Stoel,
‘and Steel

#1460

NETWT 1 0Z / CONT. NET. 28 g
TOTAL NETWT 2 OZ / CONT.NET. 56 ¢

®AANTZOKOAAEX - ITETANOMOIHTIKA - KOAAEX FENIKHI XPHIHI -ENO=zIKEX

EMO=IKH KOAAA METAAAQN 2 ZYITATIKQN 56ml

‘Eva OUYKOAANTIKO Kal TTANPWTIKG ouoTnua OIdpkelag 15 Aetrtwyv, 1O

OTT0i0 €GOAEiPEl TNV avAykn OUYKOAANONG. ETTIokeuddel, yeuiCel Kal KOAAG
o¢ oidnpo, xadAuBa, opeixaAko, PTTPOUT(O, aAoupivio Kal XoAkd. MOAIG
atrog¢npabei, uptopei va TputnBei, va XTutnBei, va diaTTeEPOOTEl ME
oTreipwpa, va AsiavBei kar va Bogei. Aviéxel ota TrepIooOTEPA UYypPd
QUTOKIVATWY KAl KoBapiopou. Avtéxel 0O BepPOKpaoieg  £wg
180°C diaAeitrouca. MNavw atrd 3.000 PSI diaTunTikA avToxr.

PERMATEX Code : 14600

CONTAINER ITEM PRODUCT CODE
SIZE NUMBER CATEGORIES

Tube 56ml 14600 Epoxy and adhesives 77891



